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UNDP/GEF Project “Integrated Ecosystem Management in the Prespa Lakes Basin 
of Albania, Macedonia and Greece”
Re-announces
Procurement and installation of Gas Chromatograph

Under
Request for Quotation 49/2008
You are kindly invited to submit your quotation for a Gas Chromatograph (GC) which has to be delivered to the Public Health Institute in Bitola. 
1. The Gas Chromatograph will be used for the needs of the project ‘Integrated Ecosystem Management in the Prespa Lakes Basin of Albania, Macedonia and Greece’ and the Public Health Institute in Bitola (primarily for detection of pesticides). 
2. Detailed description of the technical specification for the equipment is found below
3. Delivery Terms (INCOTERMS 2000): DDU, place: Bitola, R. Macedonia (Public Health Institute). 

4. The contractor will have the full responsibility for the transport, installation and operation of the equipment (during the warranty period).
5. The company shall have authorized service center for the equipment (evidence to be provided mandatory)

6. Operational support for repairs and/or consultations for the equipment (within not more than 5 days) are required. Additionally on-demand support should be made available by email/phone correspondence.
7. The contractor shall provide training in 2 weeks upon installation of the equipment for 2 personnel responsible for the operation and maintenance of the equipment  assigned by the beneficiary institution (Public Health Institute)
8. One year warranty period required 
9. Terms of payment: Two installments (a. Upon delivery of the equipment and b. Upon delivery of the training)
10. Validity of the offer: 90 days

11. Required Documentation. The following documentation is mandatory for submission (please mark with “YES” if submitted):
	a) Copies of original documents defining the constitution or legal status, place of registration and company profile; 
	YES/NO

	b) Reference list of similar equipment delivered and your client  contacts 
	YES/NO

	c) Catalogues/brochures of the equipment offered
	YES/NO

	d) Terms of delivery (to be specified) 
	YES/NO

	e) Warranty  period for the equipment (Minimum 1 year required)
	YES/NO

	f) Authorization by the equipment’s manufacturer for selling, distributing and servicing the equipment
	YES/NO

	g) Provide evidence for compliance with the following international standards:

-  ISO 9001 Certificate of the manufacturer of the equipment/model
-  ISO 9001 Certificate for service organization of the equipment/model
	YES/NO

	h) CE Declaration of the conformity for the equipment/model
	YES/NO

	i) CVs of the certified trainers and their certificates issued by the producer of the equipment 
	YES/NO


12. Your quotation should be expressed in:

a) MKD (VAT expressed separately) for domestic bidders
b) USD (without VAT) for international bidders. 
13. The financial offer should reflect the following milestones:

a) Price for the equipment, including installation and training 

b) Transportation costs for delivery to Bitola (Public Health Institute)
14. The specification of the offered equipment has to be submitted using the table below. Filling in the details of the status of each of the requested items (YES/NO) is MANDATORY. 
15. Your offer shall be submitted in a sealed envelope marked:

UNDP

RFQ 49/2008 – Gas Chromatograph 

Str. 8ma Udarna Brigada 2

“DO NOT OPEN before 12:00 hrs 15.09.2008”
PO Box 305, 1000 Skopje 

16. Interested Bidders may obtain further information only in writing, sent by fax or e-mail. No phone calls will be accepted
Fax:

+389 (2) 3249-505

е-Mail:

procurement.mk@undp.org 
17. Your offer must be submitted not later than 15.09.2008 by12:00.
TECHNICAL SPECIFICATION

Gas Chromatograph

· General

	· Automated computer controlled gas chromatograph for detection of organ chlorine and organ phosphorus pesticides
	YES/NO

	· 6 Heated zones excluding column oven
	YES/NO

	· Universal keypad and LCD display for method editing and instrument control
	YES/NO

	· Complete local control as standard with on-line help
	YES/NO

	· Capability of at least 4 stored methods
	YES/NO

	· Upgrade capability to GC/MS system
	YES/NO

	· Minimum two channel analog and digital output 
	YES/NO


· Column Oven

	· Minimum operating temperature: 350 oC 
	YES/NO

	· Temperature set point resolution: 1oC
	YES/NO

	· Temperature programmable ramps / holds: at least 7 / 8
	YES/NO


· Split/Splitless Capillary Injector – 2 pcs

	· Electronic flow control capable of constant flow and constant pressure
	YES/NO

	· Electronic flow control resolution: 0.1 psi or 0.1 ml/min
	YES/NO

	· Minimum operating temperature: 350 oC 
	YES/NO

	· Pressure range: 0 – 100 psi
	YES/NO

	· Gas saver mode
	YES/NO


· Nitrogen Phosphorous Detector (NPD / TSD)

	· Electronic flow control of all detector gases
	YES/NO

	· Minimum temperature: 350 oC
	YES/NO

	· Detectivity for N: at least 600 fg N/s
	YES/NO

	· Detectivity for P: at least 300 fg P/s
	YES/NO


· Electron Capture Detector (ECD)

	· Electronic flow control of the detector gas
	YES/NO

	· Minimum temperature: 350 oC
	YES/NO

	· Detectivity : at least 10 fg/ml (lindane) 
	YES/NO


· Autosampler / Autoinjector

	· Sample capacity: at least 6 x 2 ml
	YES/NO

	· Sample volumes: 0.1 to 10 (l in 0.1 (l steps
	YES/NO

	· Reproducibility: ( 0.5% RSD
	YES/NO

	· Variable sampling depth
	YES/NO

	· Computer control of all autosampler parameters  
	YES/NO


· Software 

	· Multitasking software for full control of the Gas Chromatograph, data acquisition and data handling, designed to operate with Windows Operating System on industry standard PC platforms.
	YES/NO


· Spare parts and consumables

	· GC Installation Kit including gas lines
	YES/NO

	· Injector septa, 50 pcs.
	YES/NO

	· Injector liners, 10 pcs.
	YES/NO

	· Capillary Column (5% phenyl, 95% dimethylpolysiloxane), 30 m, 0.32 mm ID, 0.50 um film
	YES/NO

	· Capillary Column (14% cyanopropyl-phenyl, 86% dimethylpolysiloxane), 30 m, 0.32 mm ID, 0.50 um film
	YES/NO
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